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典型物理和化学参数

聚合物骨架 凝胶型聚苯乙烯二乙烯苯交联

外观 球状颗粒

官能团 季铵I型

离子型态 Cl 型-

全交换容量（最小） 1.65 eq/L (36.1 Kgr/ft³) (Cl 型)-

含水量 40 - 45 % (Cl 型)-

平均直径 570 ± 50 µm

< 425 µm (最大) 1 %

均一系数（最大） 1.2

比重 1.09

包装密度（大约） 675 - 710 g/L (42.2 - 44.4 lb/ft³)

温度限制 100 °C (212.0 °F) (Cl 型)-

温度限制 60 °C (140.0 °F) (OH- 型)

* PGW6002E的工作交换容量比A600E/9149多25%

认证
遵循FDA Regulation 21 CFR 173.25对
于食品处理, 离子交换树脂之规定
水务法规咨询方案批准
美国水质协会NSF ANSI61认证
犹太认证
IFANCA Halal认证

包装样式
1 CF 编织袋
25L 阀口袋
5 CF 纤维板桶
1M3 立方袋
42 ft³ 立方袋

主要应用
六价铬离子去除
除铀
除硫酸

产品优势
高工作交换容量
出色的物理稳定性
良好的动力学性能

PRODUCT DATA SHEET

Purolite  
PGW6002E
聚苯乙烯 凝胶, I型 强碱阴树脂, 氯型, 
饮用水级别
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水力学特性
BACKWASH

A 20 BV downflow rinse is required before the vessel is put into 
service. This rinse can be done onsite or offsite pre-installation. 
Once the resin is put into service, backwashing is not permitted 
as this will lead to shortened bed life.This is a uniform grade resin 
with beads of similar size and will not require backwashing for 
classification / stratification before use. If it is determined, before 
startup, that air bubbles or particulate matter are trapped within 
the bed, then backwashing can be done. In that case, the resin 
bed should be expanded by 50-70% for 10-15 minutes. Please 
note that bed expansion increases with higher flow rate and lower 
water temperature. Avoid loss of resin through the top of the 
vessel by over expansion of the bed.

BACKWASH EXPANSION OF RESIN BED

PRESSURE DROP

The pressure drop across a bed of ion exchange resin depends 
on the particle size distribution, bed depth, and voids volume of 
the exchange material, as well as on the flow rate and viscosity of 
the influent solution. Factors affecting any of these parameters— 
such as the presence of particulate matter filtered out by the bed, 
abnormal compressibility of the resin, or the incomplete 
classification of the bed—will have an adverse effect, and result 
in an increased head loss. Depending on the quality of the 
influent water, the application and the design of the plant, service 
flow rates may vary from 10 to 40 BV/h.

PRESSURE DROP ACROSS RESIN BED

Ecolab is a global developer, 
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Contact Us Form:

We're ready to solve your process challenges.
For further information on products and services, visit  or www.puroliteresins.com
complete a Contact Us form via  or use the QR code.PuroliteResins.com/contact-us

Ecolab is a global developer, 
manufacturer, and supplier of 
Purolite  Resins including ion ™

exchange, catalyst adsorbent and 
advanced polymers that make the 
world cleaner and healthier.
www.puroliteresins.com

The statements, technical information and recommendations contained herein are believed to be accurate as of the date hereof. Since the conditions and methods of 
use of the product and of the information referred to herein are beyond our control, Purolite expressly disclaims any and all liability as to any results obtained or arising 
from any use of the product or reliance on such information; NO WARRANTY OF FITNESS FOR ANY PARTICULAR PURPOSE, WARRANTY OF MERCHANTABILITY 
OR ANY OTHER WARRANTY, EXPRESSED OR IMPLIED, IS MADE CONCERNING THE GOODS DESCRIBED OR THE INFORMATION PROVIDED HEREIN. The 
information provided herein relates only to the specific product designated and may not be applicable when such product is used in combination with other materials or 
in any process. Nothing contained herein constitutes a license to practice under any patent and it should not be construed as an inducement to infringe any patent and 
the user is advised to take appropriate steps to be sure that any proposed use of the product will not result in patent infringement.

https://www.puroliteresins.com
https://www.puroliteresins.com/contact-us
https://www.puroliteresins.com
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